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SHORT CATALOGUE 


BLACKMER & POST 
PIPE CO. 


Manufacturers of 


SALT-GLAZED 


Vitrified Sewer Pipe 


Both Standard and Double Strength 


Vitrified Drain Tile 
Vitrified Wall Coping 
Vitrified Conduit Tile 
Fire Clay Flue Lining 
Fire Clay Chimney Pipe 
Fire Clay Chimney Tops 


Office: Wainwright Building 
Factories: Mo. Pac. Ry. and Arsenal Street, 
ST. LOUIS, MO. 


Vitrified Pipe Sewers 
PAMPHLETS 5 Vitrified Pipe Culverts 
Hints on Farm Drainage 


WESTERN PRICE LIST 
OF SALT-GLAZED 
VITRIFIED SEWER PIPE 
STANDARD AND DOUBLE STRENGT 
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7| 35] 125) 1 40 350) 210] 105 
8} 45 | 165] 1 g0\$2 03 450 270| 135 
9} 50} 175) 200) 225 500, 300] 150 
10} 60} 210) 2 40) 270 600 360} 180 
12} 75 | 275) 300] 3 38 850 | 450] 225 
14} 90} 325) 3 60) 405 270 
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See Specifications STANDARD Pipe, page 4. 

See Specifications Double Strength Pipe, page 5. 

The above price list applies to both Standard 
and Double Strength Pipe, the net prices being 
determined by discounts. 

For Carloads, our prices are made “Freight 
only allowed to destination,” purchasers being 
responsible for breakage. : 

For less than Carloads we make prices f. 0. b. 
St. Louis ‘only. 

For illustration of Standard Fittings, see next 
page. 


. When you buy ours, you get the best. 
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Illustrations of Fittings 


Slant 


Y Branch 


maneorA\) 


1-4 Curve Regulation Curve 


Vent Trap 


Decreaser 1-8 Curve Increaser 


Ju 


P Trap without Running Trap with P Trap with 
Hand Hole Hand Hole Hand Hole 


Double T Branch Rimning Trap with- Breeches 
out Hand Hole 


QP — Straight Pipe 


Running Trap with Double Y Branch 

Side Hand Hole 

In ordering Fittings refer to illustrations 
above, and in specifying ‘‘Increasers’’ or ‘‘De- 
ereasers’”’ state Diameter of each end, and on 
which end socket is desired. Special Fittings 
made to order. 


When you buy ours, you get the best. 
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SPECIFICATIONS 
OF 
SALT-GLAZED 


STANDARD SEWER PIPE 


MADE BY 


BlacKmer 6G Post Pipe Co. 


See Price List on Page 2. 
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12 | 15/6 | 244] 5/16 | 7/6 | 2%] 216 750 
14 | 11/6 | 3 % | 216| 216! 54! 570 
15 1% | 3 % % 24%! 214| 60 
16 | 13/16 | 3 %% 16 | 216] 216] 65) 470 
18 | 14 | 3 % | §% | 216) 212| 95| 360 
20 | 136] 344) 7/e be | 216] 214| 105) 290 
21/17/16} 34%! 7/6 5 | 21] 2%] 110] 275 
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2%) 4 56 % | 3 3 215) 144 
28 | 2] 4 5% % | 3°! 3 230 | 130 
30 | 24 | 4 %% 1 3 3 260} 117 
33 | 286] 5 % 1% | 3 3 310| 96 
36 | 216) 5 1 14 | 3 3 360} 84 
42 | 3 5 1 1% | 3 3 500} 60 
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Above 7-inch, all sizes are made with Improved 
Socket and Spigot. 


When you buy ours, you get the best. 
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SPECIFICATIONS 
OF 


SALT-GLAZED 
DOUBLE STRENGTH SEWER PIPE 


MADE BY 


Blackmer 6G Post Pipe Co. 


See Price List on Page 2. 
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20 | 124 | 3% /16| &% | 2% |.214 | 125 | 240 
21; 1% | 3% 7/16 &% 2% | 24 | 135 | 225 
22| 1% | 34% 7/16 &% 2% | 150 | 200 
24 | 2 4 % #4 24 | 2144 | 180 | 170 
27| 2%)4 &% %s 3 3 235 | 132 
28 | 23% | 4 & % |3 |3- | 245 | 193 
30 | 2 4 34 1 3 3 290 | 102 
33 | 2 5 y% 1 3 3 340 90 
36 | 23 15 1 1% 3 3 385 | 81 
42 5 1 14% 3 3 500 | 60 


What is known to the trade as DOUBLE 


“STRENGTH Pipe is made only in sizes 12-inch 


and larger. 

DOUBLE STRENGTH Pipe differs from 
STANDARD Pipe only in being thicker and 
proportionately stronger. The thickness of the 
shell of DOUBLE STRENGTH Pipe must be not 
less than one-twelfth Its internal diameter The 
same material and methods are used in the 
manufacture of both STANDARD and DOUBLE 
STRENGTH Pipe. 
i 

When you buy ours, you get the best. 


CARRYING CAPACITY 
OF 


SEWER PIPE 


GALLONS PER MINUTE 
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3 13 19 23 32 40 46 | 64 
4 27 38 47 66 81 93 | 131 
6 75 105 129 183 224 258 364 
8 153 216 265 875 460 527 750 
9 205} 290 355 503 617 712. 1006 
10 267 378 463 755 803 926 1310 
12 422 596 730 1033 | 1273 | 1468 | 2076 
15 740 | 1021 1282 1818 2224 | 2464 | 3617 
18 1168 | 1651 2022 2860 3508 | 4045 5704 
24 2396 | 3387 | 4155 | 5874 7202 | 8303 11744 
27 4095 | 5310 | 7013 | 9953 | 12210 | 14055 | 19913 
28 4585 | 5894 | 7784 | 11047 | 13563 | 15601 | 22103 
30 5333 | 7065 | 9336 | 13238 | 16245 | 18773 | 26527 
33 6900 | 9150 | 12068 | 17160 | 21008 | 24217 | 34305 
36 8730 | 11573 | 15248 | 21698 | 26498 | 30698 | 41973 
42 14700 | 18900 | 22500 | 32600 | 40050 | 45450 | 67500 
} 


One-inch rainfall per hour gives 22,633 gallons 
per hour for each acre, or 377 gallons per minute 
per acre, 

Experience shows that owing to various ob- 
structions, not over 75 per cent. of the rain 
falling will reach the drain within the same 
hour. Due allowance should be made for this 
fact in determining the size of pipe required, as 
severe storms are generally of short duration. 

All authorities agree that these pipes have a 
carrying capacity of over 20 per cent. over brick 
sewers of the same size. 


When you buy ours, you get the best. 
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SOMETHING ABOUT 
Large Sizes Vitrified Pipe 


A conspicuous example of the development of 
the closing years of the 19th century is shown in 
the fact that since 1890—at which time the 
largest vitrified pipe made in commercial quanti- 
ties was 24 inches in diameter—we have made 
and sold over Nine Hundred Thousand feet of 
27, 28, 30, 33 and 36-inch Vitrified Pipe, both 
Standard and Double Strength, of uniformly 
superior quality. 

Much of this pipe has been used as a sub- 
stitute for Brick and Concrete Sewers in munici- 
pal work, and is preferred 


Because 

It is cheaper. : 

It is cleaner. 

It is more durable. 

It will not absorb or retain offensive matter. 

It is convenient in construction 

It can be laid with unskilled labor 

We invite correspondence and the fullest in- 
quiry regarding the merits of this material. 

Pamphlet, ‘Vitrified Pipe Sewers,” with full 
information regarding the manufacture of Large 
Sizes Vitrified Pipe, the Raw Material Ap- 
pliances used, and Process of Manufacture, 
Tests of Strength, ete., will be mailed on ap- 
plication. 


Blackmer G Post Pipe Co. 
ST. LOUIS 


When you buy ours, you get the best. 
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PRICE LIST OF 
VITRIFIED FARM DRAIN TILE 
MADE BY 


Hackiner & Post Pipe Co. 
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15 24 52 600 
16 475 216 57 . 550 
18 550 216 72 425 
20 700 214 95 325 
22 800 214 105 300 
24 900 26 118 250 
27 1350 3 178 170 
28 1550 3 200 150 
30 1700 4e 215 140 
33 2325 3 250 120 
2 3 295 100 
42 4951 3 495 15 

| 


* Above Price List is subject to large dis- 
counts. 


,NOTE—For Carloads drain tile or Carloads 
part drain tile and part sewer pipe, we make 
prices freight allowed to destination. On less 
than carloads we make prices f. 0. b. St. Louis 
only. 


See table of Carrying Capacities 
on Page. 6. 
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VITRIFIED FARM DRAIN TILE 
MADE BY 
BLACKMER & POST PIPE Co. 


Section 6In. Tile 6In. 44 Curve 6In Tile with 4In. Branch. 
AAR 
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Some of the most fertile land is kept out of 
cultivation because it is*under water at planting 
time. . 

It is worth while to convert a worthless 
marsh into a fertile field, and to do it right. 

The old idea of a drain tile for the farm was 
a soft-porous tile, one that would absorb the 
water. That was a mistake, all the water that 
would percolate through the pores wouldn’t drain 
a wet field in a hundred years. Water doesn’t 
seep through the tile, it trickles in between the 
joints. Porous tile does absorb water—as much 
as the pores will hold. Then holds it, but does 
not discharge it on the inside of the tile. Then, 
when the ground freezes, the tile freezes and in 
a few years it is a shapeless mass of loose, 
burnt clay. 

Hard Burned Tile Is the Best 

It retains its shape, it retains its strength and 
all its good qualities, no matter how long it re- 
mains in the ground. 

Dealers Prefer to Handle it 
because it is hard and tough and can be handled 
roughly without risk of breaking, and because 
their customers are quick to recognize its 
superior quality and always remember where 
they got it. 

Our facilities for turning out this material are 
sO unusually good that we feel safe in the 
assurance that not only will our Farm Drain 
Tile’ be found the highest in quality, but the 
lowest in price. 


‘Send for Hints on Farm Drainage. 


When you buy ours, you get the best. Siok 5 %e 
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PRICE LIST 
BlacKkmer G Post Pipe Co.’s 
VITRIFIED WALL COPING 


Made in 6, 9, 12, 18 and 24 in. lengths. 


Standard Pattern. Two-Foot Lengths. 
Size, Price, Weight, 
Inside. Per Foot. Per Foot. 
9 in $0 20 14 lbs 
sat ot 30 18% 38 
18 * 50 30 “ 


Above Price List is subject to discount. 

6, 9, 12 and 18-inch lengths, price of 2 feet 
straight coping. 

Corners, Angles and Closed Ends, price of 4 
feet straight coping. 

Apexes, Reducing Corners and Tees, price of 
5 feet of straight coping of same size, 


Nothing adds so much to the completeness and 
finish of a brick wall whether in a building or a 
yard enclosure, as a neat pattern of Vitrified 
Wall Coping. 

Its use has now become so general that it may 
truly be said that no plan of building construc- 
tion showing exposed walls can be considered 
complete without it. 

The principal advantages gained by the use of 
Vitrified Wall Coping are: Efficient and per- 
manent protection of the top of the wall against 
the ravages of time and weather, and the vastly 
improved appearance of the completed work and 
substantial appreciation in the value of the 
property for sale or rental purposes. 

Considering these advantages, the cost of the 
material is insignificant. : 

We are prepared to furnish any desired quan- 
tity at short notice, guaranteeing quality equal 
to the best. 


Blackmer & Post Pipe Co. 
ST, LOUIS 
When you buy ours, you get the best. 
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‘ 
Illustrations of 


VITRIFIED WALL COPING 


WwW 


~ 


Right Angle Bay Window Angle 


T Junction Closed End 


Showing Section of Modern Brick Wall Finished with 
Vitrified Wall Coping. 


_WRITE FOR PRICES. 
BlacKkmer & Post Pipe Co. 
ST. LOUIS. 


When you buy ours, you get the best. 
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PRICE LIST | 
Fire Clay Flue Linings j 
(Unglazed) 
In Two-Foot Lengths, without Sockets. 
Outside Price, Weight, 
Dimensions Per Foot Per Foot 
416x814 ; $0 30 15 Ibs. 
416x13 45 {paths 
414x18 1 00 40 “ 
814x814 40 ) 25. ** 
84x13 32.“ 
816x18 80 40 “ 
13x13 75 40 * 
13x18 1 00 ath 
18x18 1 50 60 “* 


Register and Stove Pipe Openings, 25 cents 
extra, net. 


Section Section Section Section 

.. 8hx84 84x13 with Register with Stove 
Flue Lining Flue Lining Opening Pipe Opening 
No plan of modern building construction can 
now be considered complete which does not pro- 
vide that all chimney flues shall be lined with 
Fire Clay Flue Lining. Lined with this material 
the inside of the chimney flue is clean, smooth 
and tight, thus insuring the maximum draft 
capacity, and affording absolute protection from 
fires which so often result from defective flues. 
The lining also adds materially to the strength 
and durability of the chimney. 


Blackmer G Post Pipe Co. 
ST. LOUIS. 
When you buy ours, you get the best. 
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PRICE LIST 
Round Fire Clay Chimney Pipe with and without Socket 
(Unglazed) 
In Two-Foot Lengths. 
= : Double 
Single Opening 
Inside ss | Openings |Chimes 2 ft] Weight 
Diameter Price Per} Chimes Drop Bot-| Per Foot 
Inches. | Foot. | 2ft. long |toms, 2 ft.| Pounds. 
Elbows Bonnet, ‘ 
Each Each. 
6 $0 30 | $120 | $180 16 
8 45 1.80 | 2 70 24 
9 50 200 | 3 00 27 
10 60 240 | 3 60 30 
12 75 3 00 4 50 40 
15 1 00 4 00 6 00 60 
18 1 50 6 00 9 00 85 
20 1 75 7 00 10 50 105 
21 2 00 800 | 12 00 110 
24 2 50 10 00 | 15 00 135 


Sizes above 24 Inches Made Only to Order. 
Thimbles. 1 to 12 Inches Long, Same as 1 Foot of Pipe, Same Diameter, 
Thimbles, 12 to 24 Inches Long, Same as 2 Feet of Pipe, Same Diameter, 
See Price List Chimney Tops, Next Page. 


Straight Chime Drop Opening 
Pipe Bottom Bottom Piece 
Our. Fire Clay Chimney Pipe are very desir- 

able for chimneys in Summer Cottages, Outside 
Kitchens and other places where a convenient, 
inexpensive and safe flue is required. The pipes 
are usually set with the socket end up, the joints 
being made tight with the clay cement. Any 
person of ordinary intelligence can easily and 
quickly put the pipe in place. 


Blackmer & Post Pipe Co. 
ST. LOUIS. 
When you buy ours, you get the best. 
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PRICE LIST 
Fire Clay Chimney Tops 


(Unglazed) 
as | = _ 
No. : ide |S side| S ae Price 
0. | Size Outside [Size inave, Style | Height Each 
No. 1| 814x814 in. sq. Scalloped | 36-in. |$1 50 
biol ih 5° 9 8: Atha - 36“ 2 50 
3) 84x84 Hooded | 36 ** 3 00 
“Al 8igx18 4 | | “| 36" | 400 
ieee 6-in. round hp ee vg 1 50 
ARE 2 00 


gt “ | “| 36 


These tops are made to fit the corresponding 
size of chimney pipe shown on page 12 and 13. 


Square Top Square Top Round Top 
Scalloped Hooded Hooded 


Our chimney Tops are made from selected 
material, are substantial and durable, of a beau- 
tiful buff color, uniform in appearance, and 
when set in place are attractive and pleasing to 
the eye. These tops will always improve the 
draft of a chimney and aid materially in pre- 
venting smoke. 


BlacKkmer G Post Pipe Co. 
ST. LOUIS. 


When you buy ours, you get the best. 
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SECOND CLASS or No. 2 PIPE 


N THE making of Sewer Pipe many pieces 
come from the kilns with imperfections. 
Such pieces cannot be classed as strictly 

first-class pipe. Pipe with imperfections are 
called Seconds or No. 2 pipe. Pipe are 
rendered imperfect by having a piece broken 
out of the socket or spigot end, fire cracks at 
either end or extending partly through the 
body of the pipe or they may be imperfect in 
shape, out of round or not straight, not thoroughly 
vitrified or glazed and have blisters or scales 
blown off the outside. The appearance of the 
pipe is to a certain extent impaired by these 
imperfections but they do not affect its strength 
or lasting qualities. For many purposes, such 
as for culverts and drains, this pipe is as good 
as the No. | pipe and when properly laid will 
make as good a job and cost very much less 
money than the strictly first-class pipe. 

Purchasers of Seconds or No. 2 pipe will - 

understand that this material is sold very much 
cheaper than the No. | pipe because of de- 
fects and that this company in accepting orders 
for same assumes no responsibility of safe deliv- 
ery or inspection at destination but the same 
care will be exercised in loading and packing 
No. 2 pipe as is used in loading and packing 
No. | pipe. 


When you buy ours, you get the best. 
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FIRE BRICK AND FIRE CLAY 


St. Louis Fire Clay has long been famous for 
its plastic and refractory qualities. It is high 
in Silica and Alumnia, and free of impurities, 
note the following Analysis: 


Our square and standard shapes, uniformly 
perfect in size, are highly recommended for Coal 
and Gas Furnaces, Boiler Settings, Bake Ovens, 
Brick and Tile Kilns, Smoke Stacks, Coke 


Ovens, etc, 
FIRE CLAY 


We own and operate the Grand View Fire 
Clay Mine, near our Plant, and are prepared 
to make prompt shipment of ‘‘Mine Run” Clay 
and Selected Lump Clay for Zine and Glass 
Works. Weathered Clay, for Foundry use. 

“D. M.” or Fine Ground Clay, in’ bulk, car 
lots for general use. Also in 100 Ib. sacks or 
300 lb. bbls., in small lots or in part car loads 
with other material. 


Write for Prices. ' 
Blackmer & Post Pipe Co. 
ST. LOUIS, 


When you buy ours, you get the best. 
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Digitized by: 


INTERNATIONAL 


ASSOCIATION 
FOR 
PRESERVATION 
TECHNOLOGY, 
INTERNATIONAL 
www.apti.org 


BUILDING 
TECHNOLOGY 
HERITAGE 
LIBRARY 


https://archive.org/details/buildingtechnologyheritagelibrary 


From the collection of: 


NATIONAL 
BUILDING 
ARTS 
CENTER 


http://web.nationalbuildingarts.org 


